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HD14-S B S U B S a ddle bag Subwoofe r  Kit
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REAR INPUT LEVEL:  02:00
M atche s  ampli f ie r  in put  to
r adio ’ s  o utput.   Tel ls  amp

whe re to  “cl i p.”

FRONT INPUT LEVEL:  02:00
M atche s  ampli f ie r  in put  to
r adio ’ s  o utput.   Tel ls  amp

whe re to  “cl i p.”

PUNCH EQ:  MIN
U se d to  co m p e n sate  for

aco ust ica l  d ef ic i e n ci e s
in  a u to m o tive  i n ter iors .

Not  use d  o n m otorcycles.

INPUT SWITCH:  2CH
Num ber  o f  inputs  to  fee d
ampl i f ie r .   S et  to  require

only  2  inp u ts  to  fe e d al l
4  am p l i f ier  chann e ls .

CROSSOVER FREQUENCY:  80Hz
The crossove r ’s  cuto� frequency.
Set  to  a l low only  low frequencies

to  pass  to  subwoofers
(works  wi th  HP/AP/LP switch. )

CROSSOVER SWITCH:  LP (Low-Pass)
Al lows crossover  to  work  in  High-Pass,  Low-Pass
or  Al l -Pass  (bypass) .   Set  to  a l low only
low frequencies  to  pass  to  subwoofers
(works  with  crossover  f requency dial . )

PRESET SWITCH:  OFF
Used only  for  Motorsport  (SXS)  setups.
Not  used on motorcycles.

Boom!™Box
Premium 6.5GT

Boom!™Box
Standard 4 .3 RADIO FLASH REQUIRED

”Rockford Fosgate Tune 2014+ All Models”

REMOTE TURN-ON REQUIRED
use turn-on from brake side

Boom!™Box
Premium GTS


